
__" ___ STYLE GUTTER @              FT./FT. OR %

_____________ GUTTER MATERIAL. NOMINAL THICKNESS

(MIN. 0.027")

USE HIDDEN HANGERS @ 24" SPACING.

DOWNSPOUT,            " DIAM. OR        " x         "

NOMINAL THICKNESS        " (SEE SHEET       FOR GUTTER

LOCATION)

(MINIMUM NOMINAL THICKNESS 0.027 IN)

____ FT.

(10 FT. MIN)

(SEE NOTE )

       " x         " FASCIA

NOTE:

1) FASCIA BOARD MATERIAL TO BE SPRUCE, PINE, FIR OR BETTER.

COVER WITH ALUMINUM/VINYL FLASHING OR PAINT PRIOR TO

INSTALLATION OF ROOF GUTTER.

2) NO PRESSURE TREATED LUMBER ALLOWED

3) ABOVE GROUND OUTLET TO BE USED ONLY IF WATER IS

DRAINED AWAY FROM THE FOUNDATION.
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DRAWING NO.

DOWNSPOUT HANGERS

(SPACING @ 10' O.C. MAX)

558-B

ROOF RUNOFF

558-B

10/2014

SPLASH PAD

MATERIAL

(MIN SIZE = 24" x 24")


